04C 10T 10 Z&hne Kettenrader Pitch 6.35mm 1/4 "Bohrung 6mm 7mm 8mm Industrie Getriebe Driving fur Motor hohe Qualitat fur
Rollenkette 04C

Parameter:

Material: Stahl

Standard: ISO

Modellnummer: 04C-10F

Serie: 04C

Kettenteilung: 6,35 mm, 1/4 Zoll

Zéhnezahl: 10 Zéhne

Zahnradbreite (mm): 2.8

Gesamtbreite (mm): 16

Rollen Durchmesser (mm)/ Bohrungsdurchmesser: 6mm 7mm 8mm

Schrauben anziehen: 2xM6 (freier Inbusschlissel)

Nettogewicht: 0.03 Kg

Materails: 45 # Stahl, Warmebehandlung

Das Kettenrad Loch Prézision, einfach zu benutzen und wir werden auch kostenlos einen Inbusschlussel senden.

Steel Sprockets and Chain Specification List
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Suplly Chian: Peremeter 508mm/20inch, 80Links. 5080mm/200inch, 800links.
We have 04C 16Teeth Tensioner Sproket
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Remarks: When choose Standard Processing sprokets, please attention, Bore Diameter maybe no same as
list, please subject to the model detail page, it's without tighten screws, it need process Key-Way or screw
hole, if need us process contact us(PROCESS MOQ. is 5pcs, need exceed fee), aslo provide bore Dia. extend.
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