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Long Rigid steel coupling Inner bore diameter 10mm 12mm*12mm 10mmx12mm OD 

22mm L 46mm motor shaft connecting connection coupler 

 

Item specifics 

Material:Steel 

Flexible or Rigid:Rigid 

Model Number:GT-22L 

Standard or Nonstandard:Standard 

Structure:Tighten rigid 

Outside Diameter:22 mm 

Lenght:46 mm 

Tighten screws:M6 

Screws number:8 

Body Material:Steel 

Color:Silvery 

Net Weight:105 g 

Tipp: Rigid coupling only applies to less than 300 rpm per minute drive occasions, for high speed transmission please 

do not buy it 

Tighten Rigid Steel Coupling Specification 

Model 
Outside  

Diameter (mm) 
L (mm) S (mm) 

Bore Diameter (mm) Hex. Socket 

Screws 
Materail 

Net Weight 

(g) Left Right 

GT-22L ū22   (Longer) 46 5 

ū10 

8 x M6 Steel  

105 

ū10 ū12 98 

ū12 90 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The stainless steel coupling is resistant to corrosion and can operate in temperatures ranging from -40 

to 350 degrees F. This Ruland clamping four beam coupling is suitable for use in power transmission 

applications. Rigid coupling are used in a broad range of applications, such as hardware, model, and 

machincial transimit etc. 

There are many other models of this series RIGID COUPLING in following specification list for your 

reference. 
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