Smart Home DC12V Single channel rf wireless remote control switch 315mhz/433mhz learning code 433Mhz in stock
2PCS/LOT

Product Description
Specifications:

Operating Voltage: DC12V

Operating Current: O6Ma

Operating Frequency: 315,433MHz

Operating Temperature: -40C ~ +80C

ReceiverSensitivity: -105dBm

Output Voltage: AC / DC (optional)

Output Current: O10A
Code:Learningcode.(jog/NonLatched.inter-lock/Latched.seltlock /Self Latched)
Size:35MM*32MM*17MM

Outputworking way:

Jog/NonLatched: pressonebuttonis working /ON. loosenyour finger on the samebuttonis stop/OFF.onechannekwitchneed
onebuttonsremotecontrol

Self-lock/Self-Latched: pressonebuttonfor onetime is working/ON .presshe samebuttonagainis stop/OFF.(onechannel
switchneedonebuttonsremotecontrol

Inter -lock /Latched : pressonebuttonis working/ON ,pressanotherbuttonis stop/OFF. ( onechannekwitchneed buttons
remotecontrol)

Learning Method:

Presghelearningbutton3secondstheindicatorlight off .thenyou pressanybuttonsof theremotecontrolto transmitesignal. it
meansstudyingsuccessfullywhentheindicatorflash 3 timesuntil theindicatorlight on.

Removecode

pressthelearningbuttonabout8 seconds theindicatorturn onto off to on, it meangheinformationthatyou keephavebeen
removedsuccessfully

Packagelnclude:

2 x Receiver(withcover)
2 x Transmitter(withbattery)
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DC12V Wiring diagram

Electric Control Lock

DC12V

Entrance guard control wiring diagram
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Switch size:

35%32%17mm COM

Learning button

DC12V Add controller
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